INSTRUMENT PANEL
COMPONENTS

Defroster Nozzle
Instrument Panel Reinforcement
Center Heater to Register Duct
No. 1 Heater to Register Duct
No. 4 Heater to Register Duct
No. 2 Heater to Register Duct
No. 2 Brace
No. 1 Brace
Instrument Panel
Combination Meter
Starter Switch Bezel
Cluster Finish Panel
Column Upper Cover
Combination Switch
Center Cluster Finish Panel
Ash Receptacle Retainer
Ash Receptacle Box
A/C Control Assembly
Control Panel
Steering Column Assembly
Column Lower Cover
Cowl Side Trim
Lower Finish Panel
Upper Console Panel
Combination Switch
Fuse Box Opening Cover
Front Door Scuff Plate
Left Side Bracket
Lower No. 2 Finish Panel
Glove Box Light
Glove Compartment Door Reinforcement
Glove Compartment Door
A/C Control Assembly
Radio Assembly
Cowl Side Trim
Front Door Scuff Plate
Parking Brake Hole Cover
Rear Console Box
Heater Control Knob

N·m (kgf·cm, ft·lb) Specified torque

2002 4RUNNER (RM887U)
No. 1 Register
Instrument Panel Stay
Front Passenger Airbag Door

No. 2 Register

No. 5 Heater to Register Duct

Front Passenger Airbag Assembly

5.4 (55, 48 in.-lbf)

Lower Panel RH

Center Bracket

Lower Panel LH

Rear Console Box Mounting Bracket

Except 4WD A/T:
Upper Console Box Mounting Bracket

N·m (kgf·cm, ft·lbf) : Specified torque
HINT:
Screw shapes and sizes are indicated in the table below. The codes ("A" - "N") correspond to those indicated on the previous pages.

<table>
<thead>
<tr>
<th>Shape</th>
<th>Size</th>
<th>Shape</th>
<th>Size</th>
<th>Shape</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>ø = 8</td>
<td>(0.31)</td>
<td>ø = 6</td>
<td>(0.24)</td>
<td>ø = 6</td>
<td>(0.24)</td>
</tr>
<tr>
<td>L = 18</td>
<td>(0.71)</td>
<td>L = 24</td>
<td>(0.94)</td>
<td>L = 22</td>
<td>(0.87)</td>
</tr>
<tr>
<td>ø = 6</td>
<td>(0.24)</td>
<td>ø = 6</td>
<td>(0.24)</td>
<td>ø = 6</td>
<td>(0.24)</td>
</tr>
<tr>
<td>L = 18</td>
<td>(0.71)</td>
<td>L = 16</td>
<td>(0.63)</td>
<td>L = 16</td>
<td>(0.63)</td>
</tr>
<tr>
<td>ø = 5.22</td>
<td>(0.21)</td>
<td>ø = 5</td>
<td>(0.20)</td>
<td>ø = 5</td>
<td>(0.20)</td>
</tr>
<tr>
<td>L = 16</td>
<td>(0.63)</td>
<td>L = 16</td>
<td>(0.63)</td>
<td>L = 16</td>
<td>(0.63)</td>
</tr>
<tr>
<td>ø = 5</td>
<td>(0.20)</td>
<td>ø = 5</td>
<td>(0.20)</td>
<td>ø = 8</td>
<td>(0.31)</td>
</tr>
<tr>
<td>L = 14</td>
<td>(0.55)</td>
<td>L = 14</td>
<td>(0.55)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>ø = 8</td>
<td>(0.31)</td>
<td>ø = 6</td>
<td>(0.24)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>